Wire Management

Cable Ties

All IDEAL cable ties feature:

B Unigue triple-tooth design to lock ties securely
and permanently into place

m Bent starter tip for quick and easy
installation (except ladder cable ties)

B 100% virgin nylon construction — Type 6/6

m Self-extinguishing characteristics — UL flame
resistant, Class: V-2

m MNatural and black weather resistant ties rated at
-40°F to 185°F [-40°C to 85°C); black heat-stabilized
ties rated at -40°F to 221°F (-40°C to 105°C)

Powr-Tie™ Premium Cable Ties

B Modular alignment during the manufacturing process for
greater tensile strength and greater resistance to
environmental extremes

B Higher petrochemical resistance than other nylon ties

B Lightweight and compact — ideal for applications where
strength, space and weight reguirements must be optimized

Premium Cable Ties
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Powr-Tie™ Cable Ties

Miniature Gable Ties

4 in. Length, 100 in. width, bundle dia. 1516 in. min. = 7/8 in. max.
Min. loap fensile strength: 18 lbs.

Deseription MIL-SPEC Oty./Bag Cat. No.
Matural MS-3367-4-0 100 15-600
Black weather-resiztant | M5-2367-40 | 100 15-600
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Black weaiher-resistant | M5-3367-4-0 | 1,000 15-800
Intermediate Gable Ties

6.5 In. Length, 140 in width, bundle diz. 1,16 in. min. - 1-1/4 in. max.

Min. Ipap tensibe strength: 40 fbs.

Deseriplion MIL-SPEC Oty./Bag Cat. Mo.
Matural MS-3367-5-0 100 15-620
Black weather-resistamt. | MS-3367-5-0 100 15-620
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Black weather-resistant | MS-337-50 | 1000 15-820

Standard Cahle Ties

1.5 in. Length, .1%0 in. widih, bundie dia. 1/16 in. min. — 1-3/4 in. max.
Min. loop tensile strength: 50 Iks.

Deseription | MIL-SPEC Oty./Bag Cat. Ho.
Matural MS5-3367-1-0 100 15-648
Black waather-resistant | MS-3367-1-0 . 100 15-640
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Black wealher-resistart MS-3367-1-0 | 1000 | 15840

7.5 in. Length, 190 in. width, bundle dia. 176 in. min. — 1-3/4 in. max.
Win. laop 1ensile strength; 50 hs,

Description MIL-SPEC (Oty./Bag

Natural | MS-33%719 | 100 15-148
Black heat-stabilzed | MS-3367-1-0 | 100 15-140
Natural | Ms-m&7-19 | 1000 15-349
Black heal-stabilized | MS-3367-10 | 1,000 15-340

11 in. Lemgth, 190 in. widih, bundiz dia. 116 in. min. = 3 In. max.
Min. loop tensile strength: 50 Iks.

Gat. Mo.

Description

MIL-SPEG

|
Natural MS-3367-7-9 100 | 15-630
‘Black weather-resistant [ Ms3%7-70 | 100 | 15-630
Natural ' [ MS-3367-7-9 | 1000 | 15830
Black weather-resistant | MS-3367-7-0 | 1,000 15-830

15 in. Length, 190 in. width, bundle dia. 1/16 in. min. — 4 in. max
Min. Wnap tansile strenglh: 50 |bs,

Dezcription MIL-SPEC Oty./Bag

Matural M5-3367-29 | 100 15-139
Black heg-stabilied | MS-367-20 | 100 15-130
Malral | Ms-3367-2-9 500 15-330
Black heal-stabilized | MIS-3367-2-0 500 15-330

15 in. Length, 190 in. width, bundle dia. 116 in. min, <4 in, ma
Min. loop tensile strength: 50 Ibs.

Description MIL-SPEC Oty./Bag m

Natural MS-3367-2-3 | 100 15-659
Blackweaheriesisnl | MS3367-20 | 100 | 15-650
Hatural M5-3367-23 | 500 15-858
Black weather-resistant | MS-3367-2-0 | 500 15-850
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